1. Unique identification code of the product-type: Gyproc® Screws
2. Product identification: Quick™, GFFS
   Batch identification consist of date and time of production – YYYY-MM-DD HH:MM
3. Intended use: Internally to support gypsum plasterboard systems
4. Manufacturer: Gyproc AB, P.O. Box 153, SE-746 24 Bålsta
5. Authorised representative: N/A
7. Determination of the product-type, on the basis of type testing and factory production control, in accordance with EN 14566:2008 under System 4, has been performed by the manufacturer
8. European Technical Assessment (ETA): N/A

<table>
<thead>
<tr>
<th>Essential characteristics</th>
<th>9. Declared performance</th>
<th>Harmonised technical specification</th>
</tr>
</thead>
<tbody>
<tr>
<td>Reaction to fire (R2F):</td>
<td>A1</td>
<td>EN 14566:2008</td>
</tr>
<tr>
<td>Flexural strength (F):</td>
<td>PASS</td>
<td>EN 14566:2008</td>
</tr>
</tbody>
</table>

Other relevant information:

<table>
<thead>
<tr>
<th>Environmental impact</th>
<th>Hazardous substances:</th>
<th>None substances referred to in Regulation (EC) No 1907/2006 – REACH</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>Dangerous waste:</td>
<td>None substances referred to in Regulation (EC) No 1907/2006 – REACH</td>
</tr>
</tbody>
</table>

10. The performance of the product identified in points 1 and 2 is in conformity with the declared performance in point 9. This declaration of performance is issued under the sole responsibility of the manufacturer identified in point 4.

Signed for and on behalf of the manufacturer by:

Ivan Mårtensson – Senior Product Manager Scandinavia
(name and function)

Bålsta, 01.03.2013
(place and date of issue)

Ivan Mårtensson
(signature)